
Leveling and Ground Clearance

•Park the vehicle on a smooth 
and level area.

•Place the mud flap on the wheel 
well lip and lift to the desired 
height. We recommend 7.5in 
(19cm) clearance for the front 
and 8in (21cm) for the rear.

•Using one of the pre-marked 
mounting points as a guide, drill 
a 3∕16” hole into the metal wheel 
well lip and attach using one of 
the supplied screws.

•Level the mud flap using a 
square.

•Drill the remaining holes needed 
from top to bottom to secure the 
mud flap to the vehicle’s wheel 
well lip, ensuring the mud flap 
remains square to the fender at 
each step.

Never cut towards yourself, always cut 
away from your body!
Cloud-Rider Designs® Ltd. accepts no 
responsibility for injuries resulting from the 
cutting/trimming of the Advantage MF.

Warning!

Visit our web site at www.cloud-rider.com
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Universal Mud Flap

Snap-Off Blade Utility Knife

•Use a utility knife with a new sharp 
blade or tip. Extend the blade only 
to the needed length as shown.

•A flat, clean surface with a cutting mat 
should be used to cut the mud flaps.

•Cut to the desired shape using the ribs on 
the back of the mud flap as a guide.

•Cut slowly using firm pressure. Don’t try to cut all 
the way through the mud flap the first time.

•Keep going over the previous cuts until blade cuts 
through. Make sure the cuts are clean and smooth.

Serrated Utility Scissors

•A flat, clean surface with a cutting 
mat should be used to cut the mud 
flaps.

•Cut to the desired shape using the ribs on 
the back of the mud flap as a guide.

Trimming & Installation Tips:

Use the above diagram as a “Trim to Fit”

 Rectangle cut.
 Moon cut.
 2009-2010 Dodge Front cut.

 Tip: When trimming for the Dodge Front 
cut out  (Moon Cut) first then cut .

Passenger side cuts shown.
Mirror the cutting for the Driver side.

Trim to Fit - Cutting Diagram

Cut slowly making even, clean cuts. 
Please Note:



Visit our web site at www.cloud-rider.com

ADVANTAGE M.F. Mud Flaps
THREE (3) YEAR – 60,000km (37,500 mile) MANUFACTURER’S WARRANTY

Cloud-Rider Designs® Ltd. guarantees its:
ADVANTAGE M.F. Mud Flaps, that have been properly installed according to their intended use (ie: vehicle mud flaps), against actual 
product failure during the life of the motor vehicle on which it is originally installed.
This warranty shall only be effective while the original purchaser owns the motor vehicle and shall not apply if the product has been 
removed from the original vehicle on which it was installed. 
This warranty is void if any damages to the product are due to misuse, abuse, neglect, accident, improper installation, or any uses 
contrary to the intended use of the product. (ie: vehicle mud flaps)
This warranty covers the cost of the defective part(s) and not the costs of removal, installation, painting or other incidental charges. 
This warranty is limited to replacement of the actual product and carries no cash value. 
This warranty is limited to the actual purchase price of the product excluding the following:  All applicable taxes, shipping costs, 
handling fees.

All warranty claims must be issued a Manufacturer’s RGA (Return Goods Authorization) prior to being sent back and must include the 
following:

• Defective Product
• Proof of purchase (photocopy of original register receipt is acceptable)
• Complete Customer Information: Name of Original Purchaser, Delivery Address (including Postal/Zip Code), Phone Number (Including Area Code), E-mail 
address.

SHIPPING CHARGES TO Cloud-Rider Designs® Ltd. ARE YOUR RESPONSIBILITY.
PRODUCT ARRIVING C.O.D. WILL NOT BE RECEIVED AND WILL BE SENT BACK TO YOU.

Cloud-Rider Designs® Ltd. will pay return shipping on all valid warranty claims.

Cloud-Rider Designs® Ltd.
1260 8th Avenue

Regina, Saskatchewan, S4R 1C9
Canada

Toll Free: 1-800-632-1255 • Ph:(306)761-2119 • Fax:(306)761-2122
Office Hours: 08:00 to 16:30 Central Standard Time

Universal Mud Flap


